


Today’s Challenge:

The Issue:
Today’s architects and interior designers are constantly trying to balance their aesthetic 
dreams with the requirement to include the latest technology.

High clarity sound reproduction with evenly distributed, room filling audio, is a must in today’s 
commercial premises.

Conventional loudspeakers can look very out of place in both historic and contemporary 
buildings.

The Solution:
The LFiT (Life-Fidelity Series) by Amina. A totally invisible loudspeaker designed specifically for 
use in a wide range of multi-speaker applications in commercial properties and public 
buildings requiring a 100/70V line solution. The LFiT range is designed to be installed in walls or 
ceilings then rendered invisible by a skim of plaster ahead of final room decoration. This 
enables a high quality finish to be achieved with no visible indication as to the location of the 
speakers.
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Amina Invisible Loudspeakers

Opportunity:

Installations:
Amina Invisible Loudspeakers provide the perfect audio solution for various 
commercial premises.
Minimalist designs remain clean and untainted, historic buildings retain 
their grandeur whilst incorporating the latest sound sytems and 
religious premises are free from distractions with the use of Amina 
Invisible Loudspeakers.



The Amina LFiT Family:
The LFiT series is specifically designed for high quantity use in large commercial premises and 
includes two main product types: the LFi2T and the LFi4T.
The LFi2T provides up to 20W of power with a sensitivity of 84dB 1m/1W. The LFi4T provides 
up to 40W of power with a sensitivity of 87dB 1m/1W.
Each is fitted with a high quality toroidal transformer, ensuring maximum audio performance 
on 70/ 100V line systems. Both are available in a range of power ratings.

AIWX Family:
Amina have a well established family of low impedance invisible speakers with power ratings 
from 20-80W. These are an excellent solution for commercial premises, in particular board 
rooms and conference facilities where stereo or surround sound is required.

For more details see:
www.amina.co.uk/product_aiwx.html

Product Families:
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Specifications

Dimensions

Weight

Available input tappings

Frequency response

Dispersion angle

Sensitivity

Max SPL with 2mm plaster skim

Operating temperature range

LFi2T

400x300x40mm

1060g

5W - 10W - 20W

100Hz-15.6kHz (-6dB)

180°x180° (6dB)

85dB 1m/1W

98dB 1m/20W

5°C-35°C

LFi4T

400x300x40mm

1220g

20W - 40W

100Hz-15.6kHz (-6dB)

180°x180° (6dB)

87dB 1m/1W

103dB 1m/40W

5°C-35°C

Specifications:

Amina Invisible Loudspeakers

LFi4T rear viewLFi2T rear viewfront view

Working on the principle of a vibrational soundboard, analogous to a musical instrument, 
these loudspeakers look very different. However, connected to a standard amplifier, Amina 
Invisible Loudspeakers, function just like any other loudspeaker.
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